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Abstract: The primary aim of present work is to evaluate the performance of tungsten carbide (uncoated), and HSS 
(high-speed steel) twist drill bits in vibration-assisted drilling. Another important objective of the present work is to 
investigate the effects of process parameters on vibration amplitude, (i.e., displacement) in the drilling of aerospace 
alloys like Ti-6Al-4V and Al7075. Effect of workpiece hardness, cutting speed, feed rate, and the number of holes 
drilled on tool wear is also examined in dry machining. As per the full factorial design technique, experimental tests 
conducted on a radial drilling machine. A Laser Doppler Vibrometer used for acquiring the vibration signals 
occurred during the drilling process. The vibration displacement determined by FFT (Fast Fourier Transform) 
algorithm. It observed that at all cutting conditions (tested), tungsten carbide drill clearly outperformed HSS (High-
Speed Steel) Drill. Results of this work can use as a basis for the real-time capable tool condition monitoring system 
in vibration-assisted drilling. 
Key words: Drilling, vibration, tool wear, drill tool, Ti-6Al-4V, Al7075, tool condition monitoring. 
 
Analiza bušenja potpomognuta vibracijama- osnova za ocenu rada alata. Primarni cilj ovog rada je da procene 
performanse alata za izradu burgije potpomognute vibracijama od tvrdog metala (nepresvučen), i BČ (brzorezni 
čelik). Još jedan važan cilj ovog rada je da se ispita uticaj procesnih parametara na amplitudu vibracije (tj, 
pomeranje) pri bušenju legura za avio industriju kao sto su Ti-6Al-4V i Al7075. Ispitivan je uticaj tvrdoće obradka, 
brzine rezanja, kapaciteta punjenja, kao i broj izbušenih rupa na habanje alata pri suvoj obradi. Prema punom 
faktornom planu exsperimenta izvedeni su eksperimentalni testovi na radijalnoj bušilici. Laserski Dopler 
Vibrometer korišćen je za izazivanje vibracija tokom procesa bušenja. Analiza vibracija vršena je pomoću FFT 
(Fast Fourier Transform) algoritam. Primetno je da je u svim uslovima pri rezanju (testiranim), burgija od tvrdog 
metala nadmašila burgiju od BČ. Rezultati ovog rada se mogu koristiti kao osnova za monitoring stanja alata u 
realnom vremenu pri obradi bušenjem uz pomoć vibracija. 
Ključne reči: Bušenje, vibracija, habanje alata, burgija, Ti-6Al-4V, Al7075, monitoring stanja alata. 
 
1. INTRODUCTION 

 
The titanium alloy Ti–6Al–4V and aluminum alloy 

Al7075 used for a variety of applications in aerospace 
and chemical industries because of their properties such 
as high strength to weight ratio and excellent corrosion 
resistance [1]. In the present day scenario, the titanium 
alloys are extensively used in aerospace structure as 
they have the best combination of metallurgical and 
physical properties, in addition to its lightweight. 
However, due to the low thermal conductivity of 
titanium and its alloy, the temperature at the 
tool/workpiece interface increases, which results in poor 
machinability that can affect the tool life [2]. Nowadays, 
cutting processes play an enormous role in supporting 
the economies of developing countries. The process of 
drilling holes constituted one-third of machining work 
and applied as the finished operation in aerospace and 
automobile industries [3]. Ease of the application and 
economic aspects associated with drilling are the main 
reason behind the selection of drilling as part of 
machining methods for the manufacturing of various 
industrial products. Drilled holes come in different 
forms, in which through hole is drilled entirely 
throughout the workpiece as a blind hole is drilled only 
to a certain depth. The failure of a twist drill occurs by 

one of the two modes; fracture and excessive wear. 
Grzesik [4] presented a summarized picture of the 
fundamental causes, mechanisms, types and 
consequences of the different tool wear types in 
machining. Tool wear considered as a result of 
mechanical (thermo-dynamic wear, mostly abrasion) 
and chemical (thermo-chemical wear, diffusion) 
interactions between the tool and workpiece [5]. Most 
common wear mechanisms as part of machining 
presented in figure 1.   
 In drilling heat generation, excessive vibrations, 
pressure, friction and stress distribution are the main 
contributors of drill wear. The drill wear classified 
into [6]: flank wear (VB), crater wear (KM), outer 
corner (w), margin wear (Mw). Besides with two 
types of chisel edge wear (CT and CM) as well as 
chipping at the cutting lips (PT and PM). 
Classifications of drill wear presented in figure 2.  

Drilling holes is an essential process in the 
structural frames of an aircraft and contribute to 30 to 
60% of the total material removal operations [7]. 
Flank wear value is vigilantly monitored as one of the 
criteria to measure the performance of a drill. 
However, Kanai et al. [8] recommended that outer 
corner wear can serve as the primary criteria for to 
evaluate the tool performance of the comparative 
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simplicity of measurement and the close association of 
this kind of wear and the drill bit tool life. Crater wear is 
too evidently visible on the rake face of the drill and can 
exist apparently in the region of the outer corners of the 
cutting edges [9-10]. 

 

 
Fig. 1. Overview of the tool wear in machining [4] 

 

 
Fig. 2. Types of drill wear: (a) outer corners, (b) flank,  
(c) margin, (d) crater, (e) chisel edge and (f) chipping [6]. 

 
 Harris et al. [11] considered the outer edge wear as 
their tool rejection criteria. Tetsutaro & Zhao [12] found 
that the tool rejected when the highest flank wear value 
is obtained, as 0.6 mm while drilling plain steel. Lin and 
Ting [13] dismissed the tool based on the tool rejection 
criteria when maximum flank wear land exceeded 0.8 
mm, and surface roughness value exceeded 5.0 μm. 
Imran et al. [14] their study focuses on the surface 
integrity and wear mechanisms associated with 
mechanical micro- drilling of nickel-base superalloy 
(Inconel718) under dry and wet cutting conditions. 
Tarng et al. [15] demonstrated an in-process method for 
prediction of corner wear in drilling operations using a 
polynomial network. Thrust force and torque in drilling 
processes have interrelated with corner wear in this 
study. It reveals that the thrust force is better than the 
torque as the sensed signal parameter for the in-process 
prediction of corner wear.  Under normal drilling 
conditions, [16] the letdown of the drill tool owing to 
breakage was witnessed with lesser size drills (diameter 
< 3 mm), whereas extreme wear was the first failure 
type with large size drills (diameter > 3 mm). When 

drilling compared with turning, and milling 
operations, the kinematic and dynamic structures were 
more or less similar, and the chip flow and the 
distribution of cutting temperatures were the same. In 
drilling, the chip formation occurs in a closed area, 
which is not visible and this is the major drawback 
associated with drilling. The unwanted vibrations 
created during machining results in lower workpiece 
surface quality, undesired sensitivity to the gauge 
integrity, early wear, breaking of cutting tools, 
damage to machine elements and high noise levels 
[17]. Studies have shown that the vibrations created 
during machining operations are of a complex 
structure. Vibration is an integral part of the 
manufacturing process and, also a crucial factor in 
high-speed machining for limiting the metal removal 
rates [18]. During machining, the formation of self-
excited vibration is defined as chatter and is the basis 
of the vibration phenomenon. Chatter recognized as 
one of the most common issues related to all types of 
manufacturing operations. Chatter has adverse effects 
on the cutting process, reduces the tool life, 
accelerates tool wear, forms a rough surface and can 
damage some machine parts [19]. The modeling and 
the monitoring of vibrations in machining processes 
gained attention among the researchers over the last 
10–15 years.  

Quintana and Ciurana [20] still consider chatter in 
machining has been an important topic in 
manufacturing research. Adverse effects of chatter 
stimulate interest in solving the problem along with 
the complexity of the chattering phenomenon gives 
challenges to researchers. Prediction of chatter 
occurrence is still the subject of much research, even 
though the regenerative effect, the primary cause of 
chatter, was identified and studied very early on [21-
22]. Ema and Marui [23] studied the chatter vibrations 
during the deep hole drilling operation. It found that 
chatter vibration tends to occur because of their low 
bending stiffness and viscous damping. Chatter 
vibration not only sources a decrease of tool life and 
machined hole accuracy but also averts quicker and 
more efficient drilling operations. Ema et al. [24] 
investigated the chatter vibration of long drills using 
various drill bits with different overhang lengths and 
special drill bits. The amplitude, frequency, initiation 
boundary and unstable range of chatter vibrations 
measured at various cutting parameters. The 
experimental results showed that the vibration is a 
regenerative chatter and its frequency is equal to the 
natural bending frequency of the drill when the drill 
point supported in a machined hole. Based on the 
experimental results, the stability of chatter vibration 
discussed. Mehrabadi et al. [25] presented the 
investigations on chatter vibration occurring in drills 
for deep hole machining. A finite element method is 
used to simulate the tool path at different spindle 
speeds. Moreover, chatter can occur in various metal 
removal including drilling [26-30] operations.  

Fang Ning et al. [31] investigated the effects of 
built-up edge (BUE) on cutting vibrations at different 
cutting conditions in the turning of aluminum 2024- 
T351 alloy and observed that the vibration amplitude 
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was affected by the cutting speed, the feed rate, and 
their interaction. According to their findings, there exist 
three distinct BUE regions, characterized by different 
patterns of cutting vibrations.  Abuthakeer et al. [32] 
investigated the effects of spindle vibrations on surface 
roughness by using an artificial neural network (ANN) 
in the dry turning of Al6063 aluminum workpiece 
material. Rahim et al. [33] investigated the performance 
of uncoated carbide tools in the high-speed drilling of 
the Ti6Al4V alloy. Machining responses of the drilling 
process such as vibration, thrust force, chip formation, 
and torque examined at different test conditions. It 
apparently found that cutting speed and feed rate 
significantly influenced machining responses. Dornfeld 
et al. [34] investigated the effects of tool geometry and 
process parameters on drilling burr formation of Ti-6Al-
4Vusing carbide drills with and without coolant, and 
high-speed cobalt drills without coolant. Performance 
evaluation of high-speed steel (HSS) tools presented 
under different test conditions. The main wear 
mechanisms critically analyzed with scanning electron 
microscope and also identified adhesion, and abrasive 
wear on flank face, besides, BUE at chisel and cutting 
edges [35]. Sakurai et al. [36] have investigated the tool 
life, burr shape, and chips formation under different 
cutting strategies in drilling using coated drills. 
Machinability study of Ti–6Al4V using short length 
drills of high-speed steel discussed.  

Khanna et al. [37] present the use of Taguchi 
approach for better tool wear rate in the drilling of Al-
7075. The optimal combination of drilling process 
parameters and their levels of tool wear obtained. Erkki 
Jantunen [38] presented the summary of the monitoring 
methods, signal analysis and diagnostic techniques for 
tool wear and failure monitoring in drilling by using 
indirect monitoring methods such as force, vibration and 
current measurements. Rehorn et al. [39] presented a 
detailed review of various sensors and signal analysis 
methods used for tool condition monitoring systems in 
industrial machining applications. Loparo and Ertunc 
[40] showed several innovative monitoring methods for 
on-line tool wear condition monitoring in drilling 
operations. Monitoring and measurement techniques 
using of force signals (thrust and torque) and power 
signals (spindle and servo) also discussed. Jemielniak et 
al. [41] presented the structure of tool condition 
monitoring (TCM) system for drilling operation 
consisting of cutting forces, vibration, acoustic emission 
signals. These process variables measured by 
appropriate sensors producing analog signals. Downey 
et al. [42] demonstrated the automatic data acquisition 
system by employing multiple sensors deployed on a 
CNC turning center in a real-time production 
environment. The combination of sensors and data 
acquisition is novel in that it brings together all the 
popular sensing techniques in the field of tool condition 
monitoring and tests the validity of these technologies in 
a live production environment.  

Independent operator response on the recital of the 
operation concerning together product dimensional 
steadiness and machined surface integrity used for 
assessment of the attained data applicability for tool 
condition monitoring. Erturk et al. [43] proposed a 

computer vision-based approach to drilling tool 
condition monitoring. Experimental results show that 
the proposed method detects the condition of all tested 
tools successfully. 

Moreover, tool condition monitoring is used in 
modern manufacturing environments to reduce 
machine tool downtime and facilitate optimum 
utilization of unsupervised machining centers. Tool 
condition monitoring is required mainly to detect tool 
wear and avoid tool breakage to protect the product as 
well as machinery. A machining process, in general, 
was accomplished through a series of multiple 
changes of process dynamics. The number ranges of 
the occurrences involved with the process of metal 
cutting; they are mostly damaging for the cutting tool 
condition and workpiece surface roughness. The 
uncontrolled machining operation creates chatter, 
vibrates the system, and disturbs the machining 
stability, which eventually affects the state of the 
cutting tool and product quality. Hence, drilling 
process requires a tool condition monitoring system 
that is capable of observing the performance of a 
cutting tool during machining and quantifies vibration 
levels, and the damages occurred to it due to 
responsible process mechanics [44]. 

An efficient detecting technique required for 
evaluating the performance of drill bits based on the 
vibration signal analysis. For this purpose, several 
methods detecting the tool failure and monitoring the 
cutting force, vibration, acoustic emission (AE), 
Acousto optic emission (AOE) and current of tool 
machine have been investigated [45]. The important 
primary goal in the application of tool condition 
monitoring (TCM) is to find the possible correlation 
between tool flank wear and vibration displacement so 
as to identify the condition of the drill bit in the 
present study. As per the reason mentioned above, it 
necessary to measure vibration and determine 
displacement due to vibration to provide reliable data 
in understanding the performance of the drill bit based 
chatter phenomenon. An efficient detecting technique 
like this can prevent possible damage to the cutting 
tool, workpiece, and machine tool. Reports on the 
performance of HSS (high-speed steel) drill bit and 
carbide drill bit tools when drilling Ti-6Al-4V and 
Al7075 alloys and are still lacking. Present work is 
carried out with an objective to evaluate the 
performance of HSS (high-speed steel) and carbide 
twist drill bits at various cutting combinations. The 
effect of varying cutting speeds on tool wear, tool life 
and surface finish of the hole produced investigated. 
 
2. EXPERIMENT DETAILS 
 
 The vibrations in turning, milling, and some 
researchers have examined drilling operations by 
using force sensors, microphones, and accelerometers. 
A Laser Doppler vibrometer (LDV) employed for 
acquiring vibration signal in real time. 
 These vibration causes high-frequency 
displacements in feed direction which leads to defects 
in the hole diameters, accelerates the wear, and 
decreases tool life. As per procedural steps are shown 



 

 

in figure 
10 mm d
dry cutti
constant 
significan
increasing
holes dril
flank we
the drill b
establish 
condition
 

Fig. 3. P
 

Table 1. F
 
 Most 
automobi
and alu
(150mmX
for expe
mechanic
workpiec
 

Table 2. M
c
a

3, drilling tes
diameter using
ing condition
8 mm depth

nt increase 
g cutting spe
lled. The utm
ar. The purpo
bit performan
a relation w

ns as listed in T

Procedural ste

Factors and le

commonly 
ile industry su
uminum allo
X150mm X10
erimental inv
cal properties
ce materials. 

Mechanical pr
composition o
alloy and AL7

sts were carri
g a radial dri
ns. Blind ho
h at different
in tool we

eed, feed rate 
most wear type

ose of experim
nce based on 

with tool life 
Table 1.  

eps in the prop

evels used in th

used materia
uch as titanium
oys (Al7075
0mm) are sel
vestigation. T
s and chemi

roperties and 
of workpiece m
7075 alloy 

ied out with d
lling machine

oles drilled w
t test conditi
ar observed 
and the num

e seen in the f
ments is to e
vibration lev
at different d

posed methodo

he experimen

als in aircra
m alloys (Ti-6
5) of dime
lected as spe
Table 2 giv
cal composit

chemical 
materials Ti-6

4 

drills of 
e under 
with a 
ons. A 

when 
mber of 
form of 
valuate 
els and 
drilling 

 
ology 

 
nt 

aft and 
Al-4V) 
ensions 

ecimens 
ves the 
tion of 

 

6Al-4V 

o
T
w
d

d
m
in
n
S
R
3
s
r
C
c
b
r
c
e
p
a
e
p
v

T

T

Both high-
of Ø10mm dia
Table 3 pres
whereas Table
drill tools used

The tests 
drilling mach
machine tools,
nclude; Drill 

nose: MT 4, 
Speed: 8, the 
Range of Pow
380mmx300m
elected acc
ecommendati

Cutting tests a
conditions. Cu
based on t
ecommendati

combination. 
experimental 
presented in f
and vision b
equipment sho
particular tool
vision inspecti

Table 3. Prope

Table 4. Chem

Fig. 4a. Sch

speed steel an
ameter selecte
sents the pro
e 4 gives the
d the current s
are carried 
hine, manuf
, Gujarat, Ind
Capacity: 38
Spindle Trav
range of Spi

wer Feed (mm
mmx300mm. 

cording to 
on for tool an

are planned to
utting velocity
the tool m
ons for workp

The schem
setup for 

figure 4a. Rea
based drill b
own in figur
l wear measu
ion system. 

erties of drill b

mical composit

hematic repres
setup for dril

 

nd tungsten ca
ed as cutting t
operties of t
e chemical co
study.  
out on 38mm
factured by 

dia. Principal 
8 mm drill h
vel: 220, No
ndle Speed: 6
m/Rev): 2, w
The cutting

the tool
nd workpiece c
o conduct at d
y and feed rat
manufacturer's
piece materia
matic repres

the drilling
al-time experi
bit tool wea
re 4b. Figure
urement using

bits 

tion of the dri

sentation of ex
lling process 

arbide drill bit
tool materials.
the drill bits
omposition of

m cap radial
Siddharupa

specifications
head, Spindle
o. of Spindle
62-1980 rpm,

working table:
g parameters
l supplier's
combinations.
dry machining
tes are chosen
s (Sandvik)
l and drill bit
sentation of
g operations
imental setup
ar measuring
e 4c gives a
g Opto mech

ll 

xperimental 

t 
. 
s 
f 

l 
a 
s 
e 
e 
, 
: 
s 
s 
. 
g 
n 
) 
t 
f 
s 
p 
g 
a 
h 

 

 

 



 

 

Fig. 4

 A con
the exper
according
workpiec
transduce
100V wi
constant 
machinin
process. 
 Laser 
rotating c
measured
direction)
Variation
tool wea
workpiec
amplitude
program 
during th
the displ
amplitude
MATLAB
drilling 
Cutting 
dynamom
placed be

Fig. 4b. Phys

4c. Drill wear u

nstant 8 mm d
riment. Both c
g to the design
ce - tool comb
er Laser Dop
ith a data a
distance (2m)

ng to measur

from the LDV
cutting tool (
d vibrations 
) is too high

ns in the vibrat
ar. A 10 mm
ce material a
e due to vi
was used to 

he tests into th
lacement val
e data with th
B code. Tool
condition un
forces measu

meter with a
elow the work

sical experime
 

under vision i
 

depth of cut ma
cutting speed 
n of the expe
bination. A n
pler Vibrome

acquisition sc
) from the rot
re the shift 

V is being foc
(drill bit), and
in the feed

h during the
tion signals gi
m diameter 
and correspo
ibration reco
collect the vi
he computer e
lues determin
he aid of FFT
l wear values
nder vision 
ured with K
a multi-chann
kpiece. 

ental setup 

 
inspection sys

aintained thro
and feed rate
riments for di

non-contact vi
eter (LDV) P
cheme is kep
tating drill bit 
during the d

cused [46-47]
d the impact 

d direction (
e drilling ope
ive an idea ab
hole drilled 
nding displa
rded. The p
ibration data 
environment. 
ned from vi

T algorithm by
s measured fo
inspection sy

Kistler® 9272
nel analyzer, 

5 

 

stem 

oughout 
e varied 
ifferent 
ibration 
PolyTec 
pt at a 

during 
drilling 

] on the 
of the 

(cutting 
eration. 
bout the 

in the 
acement 
package 
created 
Lastly, 

ibration 
y using 
or each 
ystems. 
2 force 

which 

2

b
3
c
w
0
d
s
th
d
v
d
f
v
d
a

3

f
b
th
r
fr
b

F

s
V
s
d
v
s
v
r

T
th
c
u

2.1 Tool rejec
study 
In the pres

bit is evaluate
3685. Accord
conditions of 
wear VB= 0 m
0.3mm), and d
drilling [48]. 
tandard for r
he drill bit

displacement v
value for a rot
do not have a
flank wear is f
value between
displacement 
acceptable as p

3.  MODELLI
VIBRATI

Consider th
fixed at one en
bit is rotating a
his case, for
otation of th

frequency of e
but spindle spe

Fig. 5. Drill bi

In the dril
peed N and ܰ

Vibration freq
pindle compu

drilling spind
vibration frequ
pindle. The 

vibration frequ
elation [49-51

 ݂ ൌ
ఠ

ଶ

The cutting 
hrough trans

cutting proces
usually the 

ction criteria 

sent work, th
ed based on 
ding to ISO
the tool con

mm), the semi-
dull tool (flan

ISO 10816
otating memb
t performan
values. As per
tating object (
any effect on 
found to be af

n 20 microns to
parameter be

per standard. 

ING OF AM
ON IN DRIL

he drill bit as
nd, and it pre
and drilling a 
rced vibratio
he spindle. 
external excita
eed in rad/sec

t entered into 

ling operation
௭ܰ  is the numb

quency (f) of 
uted by the 

dle rotates w
uency (f) for 
exciting frequ
uency (f) in H
1]:  
ఠ

ଶగ
		ሾݖܪሿ											

process gen
ient cutting 
s like drilling

spindle ro

adopted in th

e performanc
both ISO 10

O 3685 sta
nsidered: shar
-dull tool (Fla
nk wear VB 
6 for vibrat
bers is applie

nce based o
r ISO 10816, 
(drill bit) up t
drill bit flan

ffected by the 
o 60 microns.
eyond 60 mi

MPLITUDE O
LLING  

s a straight ro
esented in figu
hole into the w

ons produced
These vibrat
ation (ω) whi
. 

the workpiec

n, the spindle
ber of flutes in
the rotational
following ex

with speed N
the rotational
uency ω is r
Hz is defined

																									

nerates force
forces, espec

g. The forcing
otational fre

he present 

ce of the drill
816 and ISO

andard, three
rp tool (flank
ank wear VB≤
≥0.3 mm) in
tion severity

ed to evaluate
on vibration
displacement

to 20 microns
nk wear. Tool

displacement
 Any value of
icrons is not

OF 

ound bar that
ure 5and drill
workpiece. In

d because of
tions have a
ich is nothing

e 

e rotates with
n the drill bit.
l speed of the
xpression. In
N, then the
l speed of the
related to the
d through the

												ሺ1ሻ 

ed vibrations
cially in the

g frequency is
quency and

l 
O 
e 
k 
≤ 
n 
y 
e 
n 
t 
s 
l 
t 
f 
t 

t 
l 
n 
f 
a 
g 

 

h 
. 
e 
n 
e 
e 
e 
e 

s 
e 
s 
d 



 

6 
 

harmonics, or the tooth impact frequency and 
harmonics. In drilling, the frequency of the forced 
vibration equals the product of the tool/spindle 
rotational frequency and the number of teeth on the tool 
(or tooth passing frequency, ௡݂). It also called as the 
fundamental forcing frequency (FFF), ௡݂ and easily 
changed by adjusting the spindle rpm or some teeth on 
the tool. Tooth passing frequency of the drill bit 
computed by following relation [52] where l is the 
length of the drill bit. Tooth-passing frequency is a 
critical operational frequency and this defined as the 
inverse of the time between two subsequent tooth-
passes. For a multi-tooth cutter with z teeth and uniform 
angular spacing between the individual cutting inserts, 
the tooth passing frequency ሺ ௡݂) is defined as: 

  ௡݂ ൌ ቀ
ே

଺଴
ቁ ∗ ௭ܰ		ሾݖܪሿ																																						(2)  

 In drilling, an amplitude of forced vibrations 
depends on the magnitude of the exciting force and on 
the dynamic stiffness of the machine tool, cutting tool, 
and the workpiece, which are often an order of an 
amount lower than the static values. Frequency response 
function (FRF) will exhibit compliance or flexibility of 
the part at every frequency. For a linear system the 
displacement of the part at each frequency can be 
determined from the FFF and FRF [53]: 

Displacement, Q (µm) = FFF (N) x FRF (µm/N) (3) 

 Present work mainly focused on the transverse 
vibrations. It is due to the transverse vibrations 
produced during the drilling operation are the primary 
cause of the enlargement of the diameter of the hole 
produced beyond tolerance limit. It is important to note 
that a large part of the energy dissipation occurs at the 
tool holder–spindle interface. It is often convenient to 
characterize a linear system by its response to a specific 
sinusoidal input force ݂ሺݐሻ given by 
              ݂ሺݐሻ ൌ  ሺ4ሻ																																														ఠ.௧݁ܨ
Where  
F is the forcing amplitude 
 is the time	ݐ
߱	is the exciting frequency in rad/sec 
 A modal Fourier transform analysis is performed 
using ܳሺ߱ሻfor the displacement	ݍሺݐሻ. Where the forcing 
function is ݂ሺݐሻand ܨሺωሻ is the Fourier transform 
of	݂ሺݐሻ. The steady-state response of this system, which 
is present as long as the forcing function is active, is 
given by: 
             ܳሺ߱ሻ ൌ .ሺ߱ሻܩ  ሺ5ሻ																																		ሺ߱ሻܨ

ሺ߱ሻܩ             ൌ
ொሺఠሻ

ிሺఠሻ
																																																	ሺ6ሻ 

ܳሺ߱ሻ, the frequency response function (FRF) of the 
system is the ratio of the complex amplitude of the 
displacement (which is a harmonic motion with 
frequency ω) to the magnitude For the forcing function. 
 The amplitude of vibration produced by a unit force 
at the frequency 'ω.'  
In the present work, both forces applied by the machine 
on the tool and resistive force applied by the workpiece 
during the drilling operation considered. When drill 
touches the workpiece and starts cutting the material to 
produce the hole, the upward resistive force acts on the 
drill because of the tensile stress of the workpiece 

material. When the material breaks during drilling the 
hole, its failure in the longitudinal direction 
considered as the compressive failure. The amplitude 
(Q) of the forced vibration computed with no damping 
condition using the formula given below [51]: 
 

																		ܳ ൌ

ۏ
ێ
ێ
ۍ 2. ܽ. ݈

.ܩ ݎ

1 െ ൬
݂
௡݂
൰
ଶ

ے
ۑ
ۑ
ې
																																					ሺ7ሻ 

Where f= frequency of vibration, f= tooth passing 
frequency, A = amplitude of excitation, G -shear 
modulus, a - acceleration of drill and r - radius of the 
drill. 
 The maximum displacement amplitude will found 
at the 1st harmonic of the forcing frequency. 
Displacement amplitude maximum because the 
dynamic flexibility is near the resonant frequency. To 
characterize the ability to resist this kind of vibration, 
an index of machine tool dynamic stiffness (k) is used 
[53]: 
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4.  VIBRATION SIGNAL PROCESSING USING 

FAST FOURIER TRANSFORM 
 
 The actual implantation of the real-time 
monitoring system typically starts with designing a 
proof-of-concept experiment. Acousto optic emission 
(AOE) based tool wear identification is primarily 
subject to the interpretation of the captured signals. 
However, the extraction of essential features useful for 
tool wears identification from the collected acousto 
optic emission signal. In this work, time-series 
analysis applied to the wave signals for detecting 
percent of the amplitude of displacement due to 
vibration during drilling. All the time domain signals 
in the present work are filtered using a 0-500Hz band 
pass filter, and signal processing involved signal 
blocks of 3200 data points collected over a sampling 
interval 500 milliseconds. In the present work, 
vibration raw signals are gathered using an LDV, and 
the vibration amplitude plotted against time domain. 
This form of representation is called waveform graph, 
and it showed in figure 6 which consists of time 
domain data while drilling holes at 5th, 10th, 15th and 
20th.Wave graphs give the percentage of vibration 
amplitude only for a particular time domain data. 
Hence, it is tough or often impossible to quantify the 
vibration levels with the help of wave graph.  
 Moreover, direct time-series analysis is usually 
incapable of isolating defect-scattered information 
appropriately from noise in different frequency bands. 
Therefore, time domain signal must convert into 
converted to frequency domain as spectrum graphs by 
using a fast Fourier transform (FFT). Fast Fourier 
transform is utilized to determine the vibration 
parameter, i.e., displacement (microns) in the 
frequency domain for analysis of the vibration signal. 
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Fig. 7. Tthe spectrum graph for the corresponding time 

domain based wave graph corresponding to 
drilled holes at 5th, 10th, 15thand 20th.  

 
 Figure 7 gives the spectrum graph for the 
corresponding time domain based wave graph 
corresponding to drilled holes at 5th, 10th, 15thand 
20th. The spectrum graph presented in figure 7 provides 
more information about machining process than the 
waveform graph.  
 Figure 7 presents the response of dynamic signal in 
the frequency domain by applying 2D-FFT to direct 
time signal in time domain. The displacement plotted 
for the frequency.  The detailed results and discussion 
presented in the next section. Throughout the present 
work, vibration parameter considered for the 
experimental analysis is displacement in microns. The 
peak amplitude varies from 5 µm to 150 µm depending 
on the severity of the chatter and cutting speed as shown 
in Table 1.  
 
4.1 Effects of process parameters on displacement 

and tool wear  
 A series of 10 mm diameter holes drilled on Ti-6Al-
4V (349HV) and Al7075 (175HV) work pieces 
according to full factorial plan at the constant depth of 
cut as 8 mm. In each condition, 20 holes drilled, and 
readings gathered during 5th, 10th, 15thand 20th cut. 
The performance of high-speed steel and tungsten 
carbide drill bit is evaluated based on the amount of the 
displacement (Q) value and its correlation with tool 
wear (VB). The most important parameters affecting 
displacement parameter value are workpiece hardness 
(H), cutting speed (Vc), feed rate (f), and machining 
time (number of holes). The effect of drill length/tool 
overhang ignored by selecting a standard length drill 
bits based on the literature review as part the present 
paper. Results shown in figure 7 consists of the 
spectrograph, which only illustrates the variation in 
measured vibration parameter, i.e., displacement (Q) 
values on Y-axis and X-axis gives the frequency of 

vibration in Hz. As stated earlier, wave graphs in time 
domain data are intentionally eliminated from the 
vibration plots since it is hard to quantify the vibration 
levels with the help of wave graph. Each spectrum 
graph consists of the displacement values while 
drilling holes at 5th, 10th, 15th and 20th. 
 
5.  EXPERIMENTAL RESULTS AND 

DISCUSSION 
 
 Both wave graph and spectrum graph presented in 
this study give information while drilling 5th, 10th, 
15thand 20thholes at a particular test combination as 
per the experiment plan. Displacement value varies 
depending on the workpiece hardness, drill length, 
cutting speed, feed rate, and the number of drilled 
holes. Displacement data measured at different levels 
of process parameters given in Table 5.  
 

 
Table 5. Tool life of drill bit at constant 8 mm depth 

of cut for Ti-6Al-4V as per FF 
 
 From the results presented in Table 5, it is realized 
at various process parameters at all levels and in the 
FF design test setup, as the number of holes increased, 
the displacement parameter values also increased.  In 
some cases, the last holes drilled by the drills that 
completed their tool life before reaching the 20th hole, 
i.e., flank wear(VB) values is found to be more 
0.3mm. In the hole drilling operations at different 
levels of process parameters, the lowest displacement 
value is measured as 5.3 µm while drilling 5thhole 
with carbide drill bit in the Al7075 workpiece. This 
value is measured while drilling performed with 
cutting speed 19.6 m/min (625 rpm) and feed rate as 
0.02 mm/rev. The highest displacement value 85.5 µm 
while drilling 20th hole with high-speed steel drill bit 
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in the Ti-6Al-4V workpiece. This value found while 
drilling performed, with cutting speed 39.2 m/min (1250 
rpm) and feed rate as 0.06 mm/rev. It understood from 
Table 5 that the selection of a lower cutting speed and 
higher feed rate would have been more appropriate. 
 Results in Table 5, it indicates that the cutting speed 
contributed to 51% of the variation of drilling 
vibrations, followed by the feed rate, which results in 
35.3% of the total variation. 
 The present study on the drilling of Ti-6Al-4V and 
Al7075 alloys using high-speed steel and tungsten 
carbide twist drills demonstrated an increase of 
displacement value at feed rate 0.02 mm/rev, 0.04 
mm/rev and 0.06 mm/rev. 
 
5.1 Main effects of process parameters on 

displacement amplitude and tool wear  
 Main effect graphics show the types of effects of 
dependent variables (output parameters) at different 
levels of independent variables (input parameters) [54]. 
In the drilling of Ti-6Al-4V and Al7075 specimens with 
high-speed steel and tungsten carbide twist drills having 
same lengths, the main effects of the process parameters 
on displacement amplitude (Q) shown in figure 8.  
 

 
Fig. 8. Main effects of the process parameters on 

displacement amplitude 
 
 Effect of workpiece hardness on the variation of 
displacement amplitude values, depending on the 
number of holes and hole depth, is given in figure 8. 
The most important parameters affecting displacement 
amplitude were spindle rotational speed (N), feed rate 
(f), and workpiece hardness (H). There is no significant 
effect observed with drill length/tool overhang (L/d).  A 
depth of cut is kept constant throughout the 
investigation due to this its effect is assumed to constant 
in all conditions. In the drilling of both of the work 
pieces, as the number of holes and hole depth increased, 
displacement amplitude values also increased. Cutting 
speed (V) is another important parameter on vibration 
which shortens tool life. The increasing tool wear at 
higher cutting speeds causes the cutting forces, chatter, 
and vibration to increase. Cutting tool lives are typically 
reduced by 50 to 80% at higher cutting speeds due to 
chatter vibrations [55]. While the displacement 
amplitude increased with the raising of the feed rate 
from 0.02 mm/rev to 0.06 mm/rev. It saw that in the 
drilling of Ti-6Al-4V, which possesses high hardness, 
higher displacement amplitude values obtained. 
 
5.2.1   Displacement due to vibration – as a base for 

drill bit performance evaluation 
In figure 9, vibration parameter displacement values 

measured at the minimum cutting speed of 625rpm 
(19.6 m/min) for high-speed steel drill bit. At similar 
test conditions, the performance of carbide drill bit is 
also evaluated based on displacement value. At the low 

cutting speed, depending on the increase in the 
number of holes, a gradual increase occurred in the 
displacement amplitude values. This trend is similar in 
the case of both high-speed steel and carbide drill bits 
as well, and it is clearly evident in figure 9. Vibration 
parameter displacement values measured at the 
maximum cutting speed 1250 rpm (39.2 m/min) for 
high-speed steel and carbide drill bits presented in 
figure 9. 

At high cutting speed, displacement value on high-
speed steel drill bit increases more rapidly than with 
carbide drill bit in all test conditions presented in this 
section. It is due to high rigidity associated with 
carbide drill bit with high hardness as well. With high-
speed steel drill bit, displacement parameter value 
increases approximately by 165% while drilling Ti-
6Al-4V and in the case of Al7075 alloys, an increase 
of 89% observed. In the event of carbide drill bit, 
displacement parameter value increases approximately 
105% while drilling Ti-6Al-4V. 
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Fig. 9 Effect of cutting speed on drill bit performance  
(displacement) 
 
 When making holes on Al7075 alloys, the change 
in displacement value is observed as 49% 
approximately by raising the cutting speed from 19.6 
m/min (625 rpm) to 39.2 m/min (1250 rpm). From the 
results table 5, it found that the maximum 
displacement value measured as 85.5 µm and its 
corresponding flank wear (VB) value is 0.42 mm 
while drilling holes on the Ti-6Al-4V specimen with 
high-speed steel drill bit at maximum cutting speed is, 
i.e., 39.2 m/min. According to vibration severity 
standard ISO 10816, any value of displacement 
beyond 60µm is not advisable for further machining. 
As the displacement value crosses beyond 60µm, then 
the corresponding tool flank wear (VB) also found to 
be above 0.3mm. The excessive wear occurred in the 
cutting tool at high cutting speed, and the steady built-
up edge (BUE) formation were the main reasons for 
the increase in the displacement value. In the 
machining of T-6Al-4V and Al7075 alloys, the cutting 
speed affects the formation of BUE in three different 
regions. In this case, highest displacement values are 
observed as 55 µm while drilling the 20th hole on the 
Ti-6Al-4V alloy with high-speed steel drill bit. The 
minimum amount of displacement is the as 25 µm 



 

9 
 

while drilling the 20th hole on the Al7075 specimen 
with tungsten carbide drill bit. It is clear that when Ti-
6Al-4V (349 HV) workpiece drilled with high-speed 
steel drill bit produces higher displacement values 
obtained when compared with tungsten carbide drill bit. 
From the figure 9, it found that the displacement 
parameter value increases as the as the number of holes 
increases. Orhan et al. [56] examined the changes in the 
vibration and the tool wear during the end milling 
operation. It observed that vibration amplitude is found 
to increase with the progression of tool wear and causes 
vibrations in the workpiece/cutting tool/machining 
center.  
 
5.2.2 Effect of cutting speed on drill bit performance 
 Cutting speed (Vc) is another important parameter on 
vibration that shortens tool life. The increasing tool 
wear at higher cutting speeds causes the cutting forces, 
chatter, and vibration to increase [57]. Figure 10 gives 
the variation of flank wear value at various cutting 
speeds by using high-speed steel and carbide drill bits. 
The flank wear (VB) value of 0.3 mm considered as the 
criterion for judging the effective tool life of the cutting 
tool. The performance of cutting tool lives are typically 
shortened by 50% to 78% at higher cutting speeds due 
to [58] regenerative vibrations.    
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Fig. 10. Variation of flank wear at different cutting 
speeds 

 
 Figure 10 gives the growing of flank wear (VB) 
values found at cutting speed combinations. At low 
cutting speed, i.e., 19.6 m/min both high-speed steel and 
carbide tools showed the optimum tool life irrespective 
of workpiece materials. When cutting speed is 
maintained at 24.9 m/min (795 rpm), high-speed steel 
drill bit loses its life after drilling 147 holes on Ti-6Al-
4V specimen whereas high-speed steel drill bit can 
retain its shape even after drilling 215 holes on the 
Al7075 specimen. High-speed steel drill bit 
performance is reduced by 78% while drilling holes on 
Ti-6Al-4V alloy and 52% when drilling Al7075 alloy at 
highest cutting speed, i.e., 39.2 m/min. From the figure 
10, it observed that the flank wear values increases as 
the as the number of holes increases. It also found that 
displacement parameter value is growing with the 
progression of tool wear and causes vibrations in the 

drilling operation.  
 
5.2.3 Effect of feed rate on drill tools life with 
displacement  
Effect of feed rate on drill bit’s tool life analyzed by 
varying the feed rate from 0.02 mm/rev, 0.04 m/min 
and 0.06 mm/rev. Effect of feed rate on drill bit life in 
all test condition presented in figure 11. As the friction 
generated per unit time increases the tool wear, which 
in turn shortens the tool life. As the feed rate increased 
from 0.02 mm/rev to 0.06 mm/rev along with cutting 
speed, which reduces the effective life of the drill bit.  
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Fig. 11. Effect of feed rate on drill tool life 
 
 The useful life of high-speed steel drill bit when 
drilling Ti-6Al-4V represented by ‘yellow' color and 
while drilling Al7075 alloy is identified with ‘green' 
color in figure 11. In figure 11, bars with ‘red' color 
gives the carbide drill bit life while drilling titanium 
alloy, whereas ‘cyan' Colored bars show the life of 
carbide drill bit while drilling Al7075 alloy. Effect of 
feed rate is found to be maximum on high-speed steel 
drill bit while drilling holes on the Ti-6Al-4V alloy. 
Tool life of the high-speed steel drill bit recorded as 
less than 1 min, i.e., 41 seconds at cutting speed 39.2 
m/min and corresponding displacement value are 
85.5µm that is highest in the experimentation. Carbide 
drill bit exhibits the maximum tool file while drilling 
holes in the Al7075 specimen at all feed rates. In the 
drilling of the Ti-6Al-4V alloy during the experiment, 
flank wear, chisel edge wear, outer corner wear, and 
BUE were observed in the case of a high-speed steel 
cutting tool is presented in figure 12(a). Figure 12(b) 
gives the flank wear, chisel edge wear, outer corner 
wear, and BUE observed of carbide insert drill. The 
excessive wear occurred in the drill bit at higher 
cutting speeds, and the steady BUE [59] formation 
were the main reasons for the increase in the 
displacement value. In the machining, the cutting 
speed affects the formation of BUE in three different 
regions. The first region is the BUE initiation region, 
formed on the tool rake face at the low cutting speed 
of 19.6 m/min. In this region, due to chip fracture, 
cutting force oscillations, and significant variation of 
vibration amplitude in an irregular pattern occurs with 
increasing cutting speed.  
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Fig. 12a. Tool wear mechanisms while Ti-6Al-4V 

drilled with high-speed steel drill 
 
The steady BUE region occurred at the cutting speed of 
24.9 m/min. In the steady BUE region, vibration 
amplitude steadily increases with increasing cutting 
speeds. In cutting tests, continuous chips with a tight 
chip curl observed. 
 The unsteady BUE region occurs at the relatively 
high cutting speed of 39.2 m/min. Due to the increase in 
cutting speed, the chips flowing over the tool rake face 
periodically fracture the BUE, and thus, the process of 
BUE formation occasionally broken. 
 

 
Fig. 12b. Tool wear mechanisms while Ti-6Al-4V 

drilled with tungsten carbide drill 
 
 The vibration amplitude keeps nearly constant with 
increasing cutting speeds. These observations were 
valid and applicable to for the wear mechanisms shown 
in figure 12(c) and figure 12(d). Figure 12(c) gives the 
tool wear mechanisms while Al7075 is drilled with 
high-speed steel drill and figure 12(d) presents the tool 
wear mechanisms while drilled with carbide insert drill. 
In the drilling of the Al7075 workpiece, having a 
hardness of 179HV, flank wear was observed on the 
cutting edges of the drill (figure 12c and figure 12d).  
 

 
Fig. 12c. Tool wear mechanisms while Al7075 drilled 

with high-speed steel drill 
 

 In the drilling of the Ti-6Al-4V workpiece, with a 
hardness of 379 HV, formations of BUE, flank wear, 
outer corner wear, and chisel edge wear types were 
observed (figure 12a and figure 12b). It found that 
vibration amplitude increased with the progression of 
tool wear [57]. It known that in cutting operations, 
BUE formation accelerates tool wear, spoils the 
finished surface of the workpiece, and causes 
vibrations in the drilling. The flank wear occurred on 
the cutting edge of the cutting tool and the lower 
rigidity due to the lower workpiece. 
 

 
Fig. 12d. Tool wear mechanisms while Al7075 drilled 

with carbide insert drill 
 
 Variation of displacement values on changes in 
feed rate presented in figure 13. The reason for 
reaching the highest displacement value at feed rate 
0.06 mm/rev and shorter tool life are due to an 
increase in the flank wear and outer corner wear of the 
cutting tool shown in figure 13.  
 With the increase in the feed rate from 0.02 m/rev 
to 0.06 mm/rev, flank wear, outer corner wear, chisel 
edge wear, and BUE increased as well. However, the 
cutting tool life did not complete until the drilling of 
the 15th hole. 



 

11 
 

Fig. 13. Variation of displacement about feed rate 
 
 With the rise in the feed rate from 0.02 m/rev to 0.04 
mm/rev, flank wear, and outer corner wear increases. 
 
5.2.4 Effects of machining time on drill bit 

performance -Tool Life  
 The most critical parameter in the present study can 
be affected by the machining time (number of holes 
drilled) with each drill bit. As per the results are shown 
in figure 14 for all the cutting conditions, as the number 
of holes drilled increased (machining time), 
displacement value increases consistently. 
 

 
Fig. 14. Variation in machining time of drill bits 
 
 The main reason is the increase in drill bit tool wear, 
and it is dependent on the number of holes drilled. The 
corresponding increase in chatter formation due to the 
degree of difficulty of the cutting operation.  
 
5.2.5 Predictive equation and analysis of variance for 

displacement amplitude and tool flank wear 
 In the present work, vibration displacement (Disp) 
and tool wear (VB) selected as the response variables. 
Feed rate (f), spindle rotational speed(N), depth of cut 
(d) at different levels of workpiece hardness (H) are the 
machining parameters. The machinability performance 
of displacement amplitude (µm) and tool wear (mm) are 
obtained, to analyze the machining parameters with the 
help of [58-59] response surface methodology (RSM). 
The relationship of preferred response and independent 

variables for input are represented in the appropriate 
form as follows. Feed rate, cutting speed, depth of cut, 
different hardness levels (independent variables) 
which vary during the experiments. For each factor, 
three stages are deliberately chosen and set during the 
experimentation according to the DOE. The response 
surface methodology (RSM) is also employed. Box–
Behnken design is used to identify the cause and 
effect of the relationship between the control variables 
and the responses. Therefore, the degree of freedom 
model for displacement prediction in their 
investigation of the conformity between workpiece 
and cutting tool in the drilling process. The variation 
in displacement amplitude and corresponding tool 
wear with machining parameters (input parameters N, 
f, d, H) are being mathematically developed using the 
regression analysis method. Equations 5 (Disp) 
represents the displacement data whereas equations 6 
represents (VB) the predicted tool flank wear data. 
Table 5 gives the experimental data results. To obtain 
scientific understandings of work materials and 
process variables effects on the tooling performance. 
An empirical relationship developed constructed on 
investigational data.  The mathematical modeling did 
by polynomial equations that are very helpful in 
comparing the relationship between the process 
variables using Minitab software. In drilling, 
displacement (Disp) due to vibration expressed as a 
function of the process parameters and workpiece 
hardness as shown in equation 2. 
 

݌ݏ݅ܦ                  ൌ ݂ሺܰ, ݂, ݀,  ሻ       (9)ܪ

ܤܸ                  ൌ ݂ሺܰ, ݂, ݀,  ሻ                           (10)ܪ

 Where, Disp - machining response, f- response 
function and the drilling process variables such as N, 
f, d, H. In the analysis, a procedure for an 
approximation of response is derived using the built-in 
2nd order polynomial regression as the quadratic 
model. The quadratic model for machining response 
as mentioned below. The second-order polynomial 
(regression) equation used to represent the response 
surface for displacement amplitude (Disp) is given by: 
݌ݏ݅ܦ     ൌ ܾ଴ ൅ ௜ܾߑ ௜ܺ ൅ ௜௜ܾߑ ௜ܺ

ଶ ൅ ௜௝ܾߑ ௜ܺ ௝ܺ     (11) 

and for four factors, the selected polynomial can be 
expressed as: 

݌ݏ݅ܦ ൌ ܾ଴ ൅ ܾଵܰ ൅ ܾଶ݂ ൅ ܾଷ݀ ൅ ܾସܪ ൅ ܾଵଶ݂ܰ ൅

ܾଵଷܰ݀ ൅ ܾଵସܰܪ ൅ ܾଶଷ݂݀ ൅ ܾଶସ݂ܪ ൅ ܾଷସ݀ܪ ൅

ܾଵଵܰଶ ൅ ܾଶଶ݂ܰଶ ൅ ܾଷଷܰ݀ଶ ൅ ܾସସܰܪଶ														ሺ12ሻ             

 Where b1, b2, b3… b44 are regression coefficients 
[59-60], and b_0 is the average of the output 
responses. These coefficients depend on the respective 
linear, interaction, and squared terms of factors. The 
value of the coefficient was calculated using Minitab 
Software. The significance of each factor determined 
by ‘p’ values, which are presented in table 4 to table 7. 
The values of p less than 0.05 indicate that the model 
terms are significant. In this case, X1, X2, X4, X12, 
X22 and X1, X2 are significant model terms and X3 
has less influence on the displacement. The values 
greater than 0.10 indicate that the model terms are not 
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significant [60]. The final empirical relationship is 
constructed using only these coefficients and developed 
the empirical relationship given below.  

݌ݏ݅ܦ ൌ 50.26 െ 12.72ܰ	 ൅ 6.24݂	 ൅ 2.94݀	 ൅

–	ܪ57.2	 	4.72ܰ2 ൅ 	20.54݂2	 ൅ 0.9݀2	 ൅ 	2ܪ45.83	 ൅

	45.7ሺܰ	. ݂ሻ ൅ 	17.02ሺܰ	. ݀ሻ– 	74.16ሺܰ	. ሻܪ ൅

	12.16ሺ݂	. ݀ሻ– 	47.42ሺ݂	. –ሻܪ 	11.16ሺ݀	.                                                              ሺ13ሻ										ሻܪ

As shown in equations 5 and 6, a similar mathematical 
modeling is carried for flank wear and displacement 
data also. Coefficients shown in ANOVA tables 6 and 7 
are used to develop empirical relationships for both the 
experimental and predicted flank wear data.  

ܤܸ ൌ 0.242	 ൅ 	0.07ܰ	 ൅ 	0.238݂	 ൅ 	0.0102݀

൅ ܪ0.015	 െ 	0.024Nଶ

൅ 	0.042fଶ	– 	0.004dଶ 	൅ 	0.05Hଶ

െ 0.059ሺܰ	. ݂ሻ െ 0.028ሺܰ	. ݀ሻ

൅ 0.709ሺܰ	. ሻܪ ൅ 	0.0507ሺ݂	. ݀ሻ

െ 	0.364ሺ݂	. ሻܪ

െ 0.083ሺ݀	.  ሺ14ሻ																									ሻܪ

 The final empirical relationship is constructed using 
coefficients by equation 2, and the developed final 
empirical relationship is presented as above (14).  
 After obtaining the predicted values, these equations 
are used to correlate each other. The ANOVA tables for 
flank wear shown in the tables 6 and 7. Results in the 
tables clearly identify the significant factors that affect 
the tool wear in both experimental data and predicted 
data. These equations will give the expected values of 
displacement amplitude and flank wear for any 
combination of factor levels given that the levels are 
within the ranges stated in Table 1. From the above 
equations, it concluded that equations are approximately 
similar (3&4) and (5&6) to each other. Displacement 
amplitude and tool wear influenced by the factors on the 
right-hand side in both the cases. The above 
mathematical model can be used to predict the values of 
the displacement, and flank wear of the factors studied. 
 For the estimation of the displacement, amplitude 
occurred in the drilling of Ti-6Al-4V and Al7075 
specimens using twist drills, a second-order polynomial 
equation involving the main and interaction effects of 
the process parameters was developed by regression 
analysis. The predicted R2 (98.6 %) value and the 
adjusted R2 value (97.8 %) matched with the 
experimental results.  
 The adjusted R2 determines the amount of deviation 
about the mean which is described by the model. The 
predicted R2 value and the adjusted R2 value were found 
to be in good agreement. Normal probability plots given 
in figure 15 and 16. 
 From these figures, it seems that points are placed 
on a straight line or distributed close to a straight line; 
therefore, it concluded that the data exhibit a normal 
distribution. The reason that not all the data were in a 
straight line attributed to the significant number of tests 
in this study. It thought that during the experimental 

study, the uncontrollable factors increased the 
residuals. 
 

 
Fig. 15. Normal probability plot for displacement 

amplitude 
 

 
Fig. 16. Normal probability plot for flank wear 
 
6. CONCLUSIONS 
 
 In the present study, effects of workpiece hardness, 
cutting speed, the number of holes drilled, and feed 
rate on the displacement amplitude in the drilling 
holes on Ti-6Al-4V and Al7075 alloys using high-
speed steel and tungsten carbide twist drills at 
different test conditions investigated. The 
experimental results show that the progress of tool 
wear monitored by using the vibration parameter 
determined by the analysis of vibration signals. 
Predictive equation models have developed, and 
analysis of variance presented for displacement 
amplitude and tool flank wear. Based on this, the 
status of the tool predicted. The dominant failure 
modes for both high-speed steel and tungsten carbide 
tools while drilling Ti–6Al4V are non - uniform flank 
wear, chipping and catastrophic failure. Whereas 
while drilling of Al7075 both high-speed steel and 
carbide drill showed the consistent wear at all test 
conditions. Highest tool life was obtained with carbide 
drill when drilling at cutting speed of 39.4 m/min. The 
performance of carbide drill is superior to high-speed 
steel drill at all cutting speeds both regarding tool life 
and displacement due to vibration when drilling both 
Ti–6Al4V and Al7075. With an increase of feed rate 
from 0.02 to 0.06 mm/rev, an increase in the 
displacement amplitude recorded. As the number of 
holes rises, displacement value also increases. Flank 
wear and BUE observed on the worn drills. It 
concluded that drill wear increased the displacement 
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amplitude values. The vibration signals are measured 
which indirectly track tool wear. These signals are 
affected by the cutting conditions, workpiece material, 
and type of tool. For example, increasing the feed rate 
during the drilling process leads to a proportional rise in 
the measured signals. This situation could be confused 
with increased displacement due to tool wear in the 
system. Finally, the methods proposed in this paper can 
also be used for performance evaluation of drill tools 
effectively by monitoring vibration induced drilling.  
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